
WELLSBORO ELECTRIC COMPANY
. .  . .  . . 

P.O. BOX 138, 33 AUSTIN STREET 
WELLSBORO, PENNSYLVANIA 16901

(570) 724-3516

INSTALLATION REQUIREMENTS OF CENTER LOAD POLE MOUNTED SERVICES ENTRANCE 
CABLE - GENERATOR SWITCH

IMPORTANT: 
ALL INSTALLATIONS MUST BE 
INSPECTED AND APPROVED BY A 
RECOGNIZED INSPECTION AGENCY 
BEFORE THE SERVICE CAN BE 
ENERGIZED. 

· 24FT, FOR 35FT,POLECUSTOMER TO FURNISH AND INSTALL ALL 
SERVICE EQUIPMENT 

POLE NOTES:

1. Wellsboro Electric will
deliver and install a pole, at
customers’ expense, in 
accordance with Policy 3-1.

2. To provide proper climbing space,
one side of the pole is to be
left unobstructed.

3. Service location, pole height and
class to be designated by
Company.

2 in x 12 in board or 3/4 in 
exterior grade plywood or equivalent 
pressure treated lumber in 
strength 

- ---------- - - OPTIONAL

· 5-5.5 FT

,, 

FURNISHED AND INSTALLED BY CUSTOMER 

MATERIAL REFERENCE1 M8-9B
W-E111
11   2023

A 

ALL INSTALLATIONS TO BE IN ACCORDANCE 
WITH THE NATIONAL ELECTRIC CODE  

1. SERVICE ENTRANCE CONDUCTORS WITH WEATHERHEAD
  200 AMP - 4/0 ALUMINUM OR 3/0 COPPER
2. CUSTOMER OWNED 4 JAW UL APPROVED RINGLESS TYPE METERBASE WITH WEATHER TIGHT HUBS AND BY-PASS HORNS.
 EITHER PURCHASED FROM COMPANY OR ELECTRICAL SUPPLY COMPANY
3. CUSTOMER OWNED SERVICE EQUIPMENT - UL APPROVED OUTDOOR OR ENCLOSED FUSED DISCONNECT SWITCH(OPTIONAL) 
 DOUBLE POLE - DOUBLE THROW GENERATOR SWITCH
4. TWO(2) 5/8 IN X 8 FT COPPERWELD OR GALVANIZED GROUND RODS SPACED A MINIMUM OF 6 FT APART.
5. GROUND WIRE #4 BARE COPPER MINIMUM FOR A 200 AMP INSTALLATION.
 WHERE AVAILABLE, SERVICE SHOULD ALSO BE GROUNDED TO WELL CASING OR UNDERGROUND METALLIC WATER PIPING SYSTEM.
 GAS OR FUEL OIL PIPING SHALL NOT BE USED AS A GROUNDING ELECTRODE. BONDING SEE N.E.C. ARTICLE 250.
6. PIPE STRAPS TO BE PLACED 6 TO 10 IN FROM WEATHERHEAD AND METERBASE AND AT THREE(3) FT. INTERVALS-SIX(6) REQD.

   

Kathy Dowling
Line
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