
WELLSBORO ELECTRIC COMPANY
PO BOX 138, 33 AUSTIN STREET 

WELLSBORO, PA 16901
(570) 724-3516

INSTALLATION REQUIREMENTS OF UNDERGROUND TEMPORARY SERVICE 

IMPORTANT
ALL INSTALLATIONS MUST BE INSPECTED AND APPROVED 
BY A RECOGNIZED INSPECTION AGENCY BEFORE THE 
SERVICE WILL BE ENERGIZED AND HAVE UL STICKER ON 
BOX.

DITCH MUST BE INSPECTED BY WELLSBORO 
PERSONNEL PRIOR TO BACKFILLING

MIN 6IN X 6IN PRESSURE TREATED POST OR POLE 

FUTURE SITE

G.I.F NOTE GROUND
FAULT CONDUIT 
PROTECTION TO BE 
APPLIED IN ACCORDANCE 

WITH N.E.C. ARTICLE 
305-6(A)

·------·--
2IT, 

Y

21N STANDARD THREADED CONNECTOR 
ASSEMBLY 21N RIGID STEEL CONDUT OR 
SCH 40PVC AND 2 HOLE STRAPS SUPPLIED 
AND INSTALLED BY COMPANY 

<SEE...DITCH..SPEC,> 

IN. MIN. 

W-EBTU
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TEMPORARY SERVICES ARE ONLY VALID FOR TWO YEARS 
BEFORE PERMANENT UNDERGROUND SERVICE INSTALLED

ALL INSTALLATIONS TO BE IN ACCORDANCE 
WITH THE NATIONAL ELECTRIC CODE

UNDERGROUND SERVICE CONDUCTORS CONDUIT
SUPPLIED AND INSTALLED BY COMPANYFURNISHED AND INSTALLED BY CUSTOMER

1. CUSTOMER OWNED SERVICE ENTRANCE CABLE OR SERVICE  ENTRANCE CONDUCTORS IN APPROVED CONDUIT
100 AMP - #2 ALUMINIUM OR #4 COPPER
200 AMP - 4/0 ALUMINIUM OR  2/0 COPPER

2. CUSTOMER OWNED 4 JAW UL APPROVED RINGLESS TYPE METERBASE WITH WEATHER TIGHT HUB AND BY-PASS HORNS
DO NOT USE BOTTOM KNOCKOUT ON UTILITY ENTRANCE SIDE 

3. CUSTOMER OWNED SERVICE EQUI PMENT - MINIMUM 100 AMP - WEATHERTIGHT ENCLOSURE

4. TWO (2) 5/8 IN X 8 FT COPPERWELD OR GALVANIZED GROUND ROD

5. GROUND WIRE #6 BARE COPPER FOR 100 AMP  INSTALLATION AND #4 BARE COPPER FOR A 200 AMP INSTALLATION
NEVER BOND SERVICE GROUND TO A GAS LINE



WELLSBORO ELECTRIC COMPANY
PO BOX 138, 33 AUSTIN STREET

WELLSBORO, PA 16901
(570) 724-3516

ALL INSTALLATIONS TO BE IN ACCORDANCE WITH 
THE NATIONAL ELECTRICAL CODE 

TEMPORARY SERVICES ARE ONLY VALID FOR TWO YEARS'

4IN X 4INX16FT OR TWO (2) 2IN X 4IN 
X16FT NAILED TOGETHER OR 16FT POLE WITH
5 IN MINIMUM DIAMETER

ERVICE DROP ATTACHMENT 
SUPPLIED AND INSTALLED BY
CUSTOMER

_ _ _ TRIPLEX SERVICE DROP AND ATTACHMENTS
 SUPPLIED AND INSTALLED BY COMPANY
 MAX SPAN 100'

_ _ _ _ _ 

5-5.5 GIF NOTE
GROUND FAULT CIRCUIT 
PROTECTION TO BE 
APPLIED IN ACCORDANCE 
WITH NEC ARTICLE 
305-6(A)

FURNISHED AND INSTALLED BY CUSTOMER

2FT. 

2IN. X 4IN. X I5FT.

IIN. X 2IN. X 2FT. STAKES 

IN. X 41N, X IOFT. 

BRACING AND LARGE ROCKS AT BASE

INSTALLATION REQUIRMENTS OF TEMPORARY  SERVICE FOR CONTRUCTION OF BUILDINGS REQUIRING AN 
OVERHEAD SERVICE

IMPORTANT
ALL INSTALLATIONS MUST BE INSPECTED AND 
APPROVED BY A RECOGNIZED INSPECTION AGENCY 
BEFORE THE SERVICE CAN BE ENERGIZED

1. ENTRANCE CABLE OR SERVICE ENTRANCE CONDUCTORS IN APPROVED
CONDUIT WITH WEATHERHEAD   

100 AMP - #2 ALUMINIUM OR #4 COPPER
200 AMP - 4/0 ALUMINIUM OR 2/0 COPPER

2. CUSTOMER OWNED 4 JAW UL APPROVED RINGLESS TYPE METERBASE
WITH WEATHER TIGHT HUBS AND BY-PASS HORNS.

3. CUSTOMER OWNED SERVICE EQUIPMENT - MINIMUM 100 AMP

4. TWO(2) 5/8IN X 8 FT COPPERWELD OR GALVANIZED GROUND ROD

5. GROUND WIRE #6 BARE COPPER FOR 100 AMP INSTALLATION AND
#4 BARE COPPER FOR A 200 AMP INSTALLATION. 
GAS AND FUEL OIL PIPING SHALL NOT BE USED AS A GROUNDING
ELECTRODE. BONDING SEE N.E.C. ARTICLE 250

6. CABLE STRAPS TO BE PLACED ONE(1) FOOT FROM WEATHERHEAD
AND METERBASE AND AT TWO(2) FOOT INTERVALS.

6.

*19FT MINIMUM OVER PUBLIC AND PRIVATE THROUGHFARES,
DRIVEWAYS AND LANDS TRAVERSED BY TRUCKS.

COILED SERVICE 
WIRE FOR FUTURE 
USE
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11/2023


	Blank Page



